


ITEM

Image Sensor

Model Resolution

Resolution

Chip Size

Cell Size

Scanning Method

Maximum Frame Rate

Trigger mode

Minimum Illumination

Data Format

Gain

Electronic Shutter

I/O

IRIS Control

Lens Mount

Power Supply

Power Consumption

Operation Temperature

Storage Temperature

Weight

Dimensions

(Asynchronous)

MV-BW38U

Mono

MV-BS37U

Mono

MV-BU17U

Mono

MV-CU17U

Color

1/3"  Mono CMOS

WVGA

752(H) X 480(V)

4.51mm(H) X 2.88mm(V)

6.0 X 6.0(

  Vertical AOI

Full Scan : 60fps

㎛)

Specifications ■

MINICAM

USB2.0 Board Level Camera

1W

1/3"  Mono CCD

SXGA

1280(H) X 960(V)

6.26mm(H) X 5.01mm(V)

3.75 X 3.75(

  Vertical AOI

Full Scan : 25fps

㎛)

1.8W

Sony 1/1.8"  Mono CCD

1.0lx at F1.4

Sony 1/1.8"  Color CCD

2.0lx at F1.4

UXGA

1600(H) X 1200(V)

8.5mm(H) X 6.8mm(V)

4.4 X 4.4(

 Vertical 

Full Scan : 12fps

㎛)

AOI

Mono(8bit, 10bit), Color(Mono8, Bayer8, RGB8)

5V dc±10%

℃ ~ +40℃

(Operation Guaranteed : -5℃ ~ 45℃)

-20℃ ~ +60℃

Approx. 35g

40mm X 40mm

manual 0dB~ +12dB

OFF~10,000sec(Adjustable)

Trigger Input, Strobe Output, GPIO 2Ports for TTL level

DC IRIS(Option)

CS Mount

Performance Guaranteed : 0

■ Dimension

Analog Camera CameraLink Digital USB2.0
Camera

Board Level 
Camera

High Resolution 
Camera Line Scan Camera

Fixed Shutter, Pulse width

<2.5W at 5V

Coming Soon!
Coming Soon!
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