
The cameras offer a single cable solution and are designed so that a

video output signal can be obtained by only providing a power supply

of 12 V DC. The ultra-compact, one-piece design eliminates the need

for a bulky CCU (Camera Control Unit), allowing the XC-555/555P

cameras to be easily installed in space-restricted areas. 

In addition, the XC-555/555P cameras use a unique, compact NF

mount lens system that can be converted into a flexible C mount lens.

The option to remove housing, remote CCD-block and remote rear

connector circuit allows easy OEM integration. Furthermore, 

the XC-555/555P are highly functional DSP cameras that can be

remotely controlled by RS-232C. The RS-232C interface allows the

cameras to control various functions such as Shutter Speed,

Red/Blue level, Pedestal, AGC and CCD IRIS. The rugged and robust

construction and high image quality make the cameras suited for the

most demanding applications.

Colour Video Camera Module Component/OEM

The XC-555/555P are ultra-compact, integrated 1/2 type IT CCD colour cameras

ideally suited for a wide variety of applications such as machine vision, multimedia

and remote monitoring.

www.sonybiz.net/vision

Features
1/2 type IT CCD

Ultra-compact and lightweight:

22 (H) x 22 (W) x 75 (D) mm, 60 g

(7⁄8 x 7⁄8 x 3 inches, 2.1 oz)

One piece camera - no bulky CCU

Compact NF lens and lens mount

CCD IRIS function

VBS and Y/C outputs

External synchronisation HD/VD, VS and CSync

RS-232C interface to control camera functions

Camera settings can be saved in non-volatile memory

High shock and vibration resistance

Single cable

Reliable and rugged

XC-555 / XC-555P




