SPAC=CMOM

CCTV LENSES

HZ848M

[SPECIFICATIONS] 1/2" F1.0 Manual Zoom Lens

Image Size: @@@

Focal Length :

Maximum Relative Aperture :
Iris :

Zoom Ratio :

Angular Field of View :

Image Format :

Minimum Object Distance :

Object Dimensions at M.O.D :

8 - 48mm Optical Back Focal Distance :
1:1.0 Flange Back :

F1.0 - Close Operation :

6X

43.6 X33.4 deg. at 8mm
7.7

X 5.7 deg. at 48mm Operation Temperature :

6.4X4.8mm(D8mm) Mount :
1.0m(From Front Vertex) Front Thread :
At S.N. (Service Near): 0.5m

Partial eclipsing may occur Size, Weight :

when zooming in the S.N. range.
(No eclipsing occurs when using
the H6X8-Il on a 1/3" camera.)

74.3X54.9cm at 83mm
(37.2X27.5cm at S.N)
12.3X9.3cm at 48mm
(6.2X4.7cm at S.N)

14.56mm(In Air)
17.526mm

Zoom : Manual

Focus : Manual

Iris : Manual

-10 to +50

C-Mount(Adjustable Lens Position)
46mm P0.75

D58X102.4mm, Approx. 3959

[COMPOSITION]

Lens ............ 1
LensCap......... 1
DustCap......... 1

[DIMENSIONS]

102.4(c0), 106.9(At S. N.) F.B. 17.526
10.5 91.9(x), 96.4(At S. N.) 4 0.9
Focus Lock Screw Tracking Adjustment Window
Iris Lock Screw
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Hood Zoom Lock Screw
MaxxVision® Unit:mm

Sigmaringer Str. 121
70567 Stuttgart

Tel: 0711 997 996 3
WWwwWw.maxxvision.com

SUBJECT TO CHANGE WITHOUT NOTICE.
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