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FORMAT φ28.2-30.8

High Resolution Telecentric Lens for φ44mm
The highest NA in the optical industry

Telecentric Lens for Large Format
Suitable for middle-sized line and large area sensor

  Telecentric lens for large format, φ44mm 

  Suitable for large area sensor of high resolution, 
　120 Mega Pixel, 71 Mega Pixel, and 25 Mega Pixel

  Design for large aperture

  Excellent uniformity of brightness and resolution 

  Suitable for high speed and precise measurement

  Adjustable iris, possible to adjust depth of field

LSTL055TW-F

Nikon F mount

Magnificat ion 0.55× Depth of fie ld 1.37mm
F No. 5.17 Resolut ion 6.33μ
Object s ide NA 0.053 TV d istort ion 0.021%
WD 161.0mm Maximum Compat ib le sensor φ30.8mm
OI 399.6mm Mount F

LSTL03TW-F

F 
M
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nt

Magnificat ion 0.3× Depth of fie ld 8.6mm
F No. 9.7 Reso lut ion 22.4μ
Object s ide NA 0.015 TV d istort ion 0.01%
WD 148.1mm Maximum Compat ib le sensor φ28.2mm
OI 419.2mm Mount F

LSTL078TW-F

Magnificat ion 0.78× Depth of fie ld 1.3mm
F No. 9.8 Reso lut ion 8.4μ
Object s ide NA 0.04 TV d istort ion 0.00%
WD 125.3mm Maximum Compat ib le sensor φ28.2mm
OI 352.8mm Mount F

LSTL15H-F

Magnificat ion 1.5× Resolut ion 3.5μ
WD 109mm Opt ica l d istort ion 0.02%
Depth of fie ld 0.17mm Maximum Compat ib le sensor φ44mm
F No. 7.8 Mount F

LSTL10H-F

Magnificat ion 1.0× Resolut ion 4.3μ
WD 113mm Opt ica l d istort ion 0.01%
Depth of fie ld 0.31mm Maximum Compat ib le sensor φ44mm
F No. 6.4 Mount F

LSTL20H-F

Magnificat ion 2.0× Resolut ion 2.9μ
WD 109mm Opt ica l d istort ion -0.02%
Depth of fie ld 0.12mm Maximum Compat ib le sensor φ44mm
F No. 8.7 Mount F

Model Compat ib le
Camera Screw P i tch Flange Back

LSTL□□□H-V58 SVS M58 (P = 0.75) 11.48mm

LSTL□□□H-B42 BASLER M42 (P = 1) 16mm

LSTL□□□H-B42/2 BASLER M42 (P = 0.75) 16mm

LSTL□□□H-V42 SVS M42 (P = 1) 11.48mm

LSTL□□□H-S42 SENTECH M42 (P = 1) 10mm

LSTL□□□H-D42 TELEDYNEDALSA M42 (P = 1) 6.56mm

Model No. for Different Mount 

  Low magnification telecentric lens series for large format

  Suitable for 12 Mega Pixel

  LSTL078TW-F is suitable for visible – NIR

  LSTL055TW-F is designed for high NA with long working
　distance, 160mm

  LSTL03TW-F is designed for long working distance,
　150mm that can secure enough space to set up an illumination

  Adjustable iris, possible to adjust depth of field

* Indicated specifications are design values.   * Resolution indicates the theoretical resolution at wavelength of 550nm. * Indicated specifications are design values.  * Resolution indicates a theoretical resolution at a wavelength of 550nm. 
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