
IS series

Overdrive Light
Special Light

Super high illuminance: 26 times brighter than
stationary light emission models!
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Level/Edge

Edge
Analog Control
Digital Control

・LAN control (256 levels 
variable output voltage)

・Multi-channel connection

・Connection Ports:4 ports
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Light-emitting surface

X means light emission surface size,
50, 100, 150 or  200,
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Ring type:ISHRA series

Dome type：ISDDA series

Bar type:ISDBA-CP series

Back light type:ISHM series
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Spot type:ISHVA-SP series

Brightness Comparison (Reference Values)

Connection example with light, power supply, and equipment
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5.5x
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Connectable light

HUB

PC

PLC 0-5V communication

8bit communication

LAN communication

SAG-30M2-VI (P.91)

SAG-30M2-PI (P.91)

IJS series (P.89)

Model(Standard Cable) Model(Robot Cable) Length(m)

Finished outer diameter:7.3mm

SMP-02V-BCSMR-02V-B
1.3SQ×2cores

Length(m)

Robot Cable

SMP-02V-BC
1.25SQ×2cores

SMR-02V-B

Length(m)

Finished outer diameter:7.4mm

Standard Cable

Channels Input Voltage PeculiarityExternal Control Output Voltage Pulse widthModels Output modeCapacity/CH
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ISDBA-CP series ISHM series

500 1000 15000

Stationary light
emission

Existing Overdrive

New Overdrive

ISDDA-KH60W

5.5x

10x

500 1000 15000

Stationary light
emission

Existing Overdrive

New Overdrive

ISDDA-KH80W

5.5x

10x

500 1000 15000

Stationary light
emission

Existing Overdrive

New Overdrive

ISDDA-KH120W

5x

10x

500 1000 15000

Stationary light
emission

Existing Overdrive

New Overdrive

ISHM-66/60W

5.5x

8.5x

500 1000 15000

Stationary light
emission

Existing Overdrive

New Overdrive

ISHM-108/114W

6.5x

12x

ISDDA series

500 1000 2500 30000

Stationary light
emission

Existing Overdrive

New Overdrive

ISDBA-CP

5x

26x

100 200 300 4000

Stationary light
emission

New Overdrive

ISHVA-SP30L-W

3.2x

ISHVA series

NEW
NEW

*The SAG value means the maximum voltage setting for SAG power supplies. For details, see P91.

*The SAG value means the maximum voltage setting for SAG power supplies. For details, see P91.

*The SAG value means the maximum voltage setting for SAG power supplies. For details, see P91.

*The SAG value means the maximum voltage setting for SAG power supplies. For details, see P91.

*The SAG value means the maximum voltage setting for SAG power supplies. For details, see P91.

24V DC Models Available

69 70

O
ptional A

ccessories O
pt
io
na
l A
cc
es
so
rie
s

P
ow
er S

upplies P
ow
er
 S
up
pl
ie
s

S
pecial lig

ht

S
S
pe
ci
al
 li
g
ht

C
o
a
x
ia
l L
ig
h
t C

o
a
x
ia
l 
L
ig
h
t

D
o
m
e
 L
ig
h
t D

o
m
e
 L
ig
h
t

Transm
issive Light Tr

an
sm
is
si
ve
 L
ig
ht

R
in
g
 L
ig
h
t R

in
g
 L
ig
h
t

B
a
r L
ig
h
t B

a
r 
L
ig
h
t

L
in
e
 L
ig
h
t L

in
e
 L
ig
h
t

IN
D
E
X

IN
D
E
X

S
pecial light S

pe
ci
al
 li
gh
t




