Coaxial Line Scan nghtS OPT-LSC series

Product Features

El Spectroscope design for maximum light transmission
1 High-intensity LEDs with high brightness, ideal for
high-speed inspection

E] Best suited for a consistent inspection line, especially
for print inspection with highly reflective surfaces

Application Area Section guide
# Line scan camera applications OPT-LSC82
# Inspection of glass for breakage Length
and impurity Coaxial line light
o High-speed print inspection OPT

Customization Options
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Section Structure Drawing
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Inspected item : Printed Circuit Board (PCB) inspection
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Coaxial Line Scan Lights 'ﬂ

Model Table
No. Model Color Output Channel O@@® | Recommended controller
1 OPT-LSC142 ocee 1 24V/19.2W OPT-DPA6024
2 OPT-LSC202 cee 1 24V/28.8W OPT-DPA6024
3 OPT-LSC262 cee 1 24V/38.4W OPT-DPA6024
4 OPT-LSC322 cee 1 24V/48.0W OPT-DPA6024
5 OPT-LSC122 [ 1 24V/10.2W OPT-DPA6024
6 OPT-LSC222 [ 1 24V/28.8W OPT-DPA6024
7 OPT-LSC322 [ 1 24V/28.8W OPT-DPA6024

Dimensional Drawings [mm]

OPT-LSC(60x n+22)-W/G/B

Minimum Bending Radius: 40mm
Length: 1000+ 20mm
Connector: 7Q GX16M-6A
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Customizable length

m Initial value is 82 mm, can be increased by multiples of 60 mm
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Length of white, green, and yellow lights can be
increased by multiples of 82 mm to 622 mm, initial
value is 60 mm. Other lengths are available as
customized versions. Remark: For the number of light
channels please refer to the parameter chart.

OPT-LSC(100x n+22)-R

Minimum Bending Radius: 40mm
Length: 1000+ 20mm
Connector: 7Q GX16M-6A
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H Initial value is 122 mm, can be increased by multiples of 100 mm
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Length of white, green, and yellow lights can be
increased by multiples of 100 mm to 622 mm, initial
value is 122 mm. Other lengths are available as
customized versions. Remark: For the number of light
channels please refer to the parameter chart.



