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TruVision Dual 3840:640

CMOS + THERMAL IMAGE FUSION
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KEY FEATURES

640 x 480 thermal detector, NETD < 20 mK

(1M Fast 60 Hz imaging
(O 1x, 2x, 4x, 8x Digital zoom

Adjustable color palettes

High resolution 3840 x 2160 CMOS camera
Fast 60 Hz imaging

1x, 2x, 4x, 8x Digital zoom
Picture=-in-Picture mode

Dual Fusion

Built-in EMMC storage (32 GB)
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Standby mode

Analog, Ethernet, and USB video out
Onboard video recording

Onboard image capture

External power supply compatibility
Waterproof & shockproof

S5-year warranty

IDEAL FOR

UAVs /
Drones

x

Distributed by:

MaxxVision®

Features SONY Lynred
Detector Type 3840 x 2160 1.45um 640 x 480 12um
FoV [H x V] 65.1° (H) x 36.6° (V) 48.9° (H) x 36.7° (V)
Lense 4.9mm 9mm
Memory 32Gb : 4 hours of video
Package Single Package with USB3.2/Analog out
Si 35 x 40 x 63 mm
ize
(14 x 1.6 x 2.5 in)
Weight 52 grams
E i Human Vehicle Human Vehicle Human Vehicle
Model b Detection | Detection = Recognition | Recognition | Identification | Identification
mm m m m m m m |
NIR 3840-5 = 4.9 2530 6130 630 1530 320 770 |
LWIR640-3 9 470 1150 120 290 60 140 |

TECHNICAL SPECIFICATIONS

Equipment described herein is subject to dua

Surveillance

& Security

OVERVIEW

The TruVision Dual Camera combines advanced imaging, onboard Al, and
a rugged MIL-style mechanical design in a compact platform optimized for

drones, surveillance systems, and field deployment.

It features a 12-micron, sub=-20 mK thermal detector paired with a high-quality
640 x 480 thermal sensor and a full 8 MP HD 3840 x 2160 NIR sensor, enabling
reliable detection, recognition, and situational awareness in demanding
environments. With 32 GB of internal memory, the Dual Camera provides

approximately 4-6 hours of continuous field recording.

Its heavy-duty construction supports operation on UAVs and fixed surveillance
platforrms with minimal human intervention. Built-in recording, external power
options, advanced video overlay, USB Type-C and analog video interfaces,
multiple thermal color palettes, and lightweight construction make the Dual

Camera one of the most versatile products in the TruVision drone camera family.
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